
Santa Rosa County, State Roads
1

TOTAL SIG SEG LOS (STD) FDOT PK  HR. / PK DIR.
STATE ROAD FUNC NO. FACILITY # OF PER LTH LOS & COUNT 2013 ANALYSIS AADT AADT LOS STD/

AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS
SR 4
Escambia County Minor 2 Undivided 1 0.157 6.381 Rural (C) 38 4,100 2004 3,650 B (C) 191 B
Line to CR 399N / Neal Arterial 55 MPH Undev 8,400 5 2,700 2005 3,500 B 430 183 B
Jones Road 2006 3,500 B 183 B

Analyzed as 2007 3,700 B 193 B
Uninterrupted 2008 3,500 B 183 B
due to Segment 2009 3,650 B 191 B
Length 2010 3,400 B 178 B

2011 3,350 B 175 B
% of MV 2012 3,400 B 178 B
40.48% 2013 3,400 B 178 B

0.763-7.144 44.69% 2018 3,754 B 196 B
Roadway ID 58080000 49.34% 2023 4,145 B 217 B

CR 399N/Neal Jones Road Minor 2 Undivided 0 0.000 21.958 Rural (C) 42 2,400 2004 1,649 B (C) 86 B
to Okaloosa County Line Arterial 55 MPH Undev 8,400 110 1,300 2005 1,500 B 430 78 B

74 1,600 2006 1,545 B 81 B
72 1,800 2007 1,594 B 83 B

330 T 1,412 2008 1,605 B 84 B
2009 1,658 B 87 B
2010 4,034 B 211 B
2011 1,682 B 88 B

% of MV 2012 1,614 B 84 B
20.26% 2013 1,702 B 89 B

7.144-29.102 22.37% 2018 1,879 B 98 B
Roadway ID 58080000 24.70% 2023 2,075 B 108 B

SR 8 (I-10)
Scenic Highway to Principal 6 Divided 0 0.000 2.878 Urbanized (D) 2015 NA 2004 45,250 B (D) 2,228 B
End of 6 lanes Arterial 70 MPH 111,800 2001 45,000 2005 40,250 B 5,500 1,982 B

2006 40,750 B 2,006 B
Station 2007 43,500 B 2,142 B

2015 is in 2008 41,250 B 2,031 B
Escambia 2009 41,750 B 2,055 B

County 2010 47,500 B 2,338 B
2011 44,500 B 2,191 B

0.000 - 2.878 % of MV 2012 42,500 B 2,092 B
Roadway ID 58002000 40.25% 2013 45,000 B 2,215 B

Segment is on the Strategic Intermodal System 44.44% 2018 49,684 B 2,446 B
49.07% 2023 54,855 B 2,700 B

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, STATE ROADS
AADT
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CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, STATE ROADS
AADT

SR 8 (I-10) (cont.)
End of 6 lanes Principal 4 Divided 0 0.000 2.273 Urbanized (D) 2001 45,000 2004 47,500 C (D) 2,338 C
to SR 281/ Avalon Arterial 70 MPH 74,400 2005 36,500 B 3,660 1,797 B
Boulevard 2006 36,500 B 1,797 B

2007 43,000 B 2,117 B
2008 43,500 B 2,142 B
2009 47,000 C 2,314 C
2010 50,000 C 2,462 C
2011 43,500 B 2,142 B

% of MV 2012 44,500 B 2,191 B
60.48% 2013 45,000 B 2,215 B

2.878-5.151 66.78% 2018 49,684 C 2,446 C
Roadway ID 58002000 73.73% 2023 54,855 C 2,700 C

SR 281 / Avalon Boulevard Principal 4 Divided 0 0.000 9.572 Urbanized (D) 2002 NA 2004 28,667 B (D) 1,411 B
to SR 87 / FL-AL Urbanized Arterial 70 MPH 74,400 2003 34,500 2005 27,000 B 3,660 1,329 B
Area Boundary 2004 NA 2006 26,000 B 1,280 B

2008 28,500 2007 29,167 B 1,436 B
2010 NA 2008 25,933 B 1,277 B
2005 27,000 2009 27,167 B 1,337 B

2010 28,333 B 1,395 B
2011 27,000 B 1,329 B

% of MV 2012 27,833 B 1,370 B
40.32% 2013 30,000 B 1,477 B

5.151-14.723 44.52% 2018 33,122 B 1,631 B
Roadway ID 58002000 49.15% 2023 36,570 B 1,800 B

SR 87 / FL-AL Urbanized Principal 4 Divided 0 0.000 11.182 Trans. (C) 2006 NA 2004 24,500 B (C) 1,224 B
Area Boundary to the Arterial 70 MPH 57,600 2007 23,500 2005 22,000 B 2,880 1,099 B
Okaloosa County Line / 2006 25,500 B 1,274 B
FL-AL MPA Boundary 2007 23,500 B 1,174 B

2008 21,000 B 1,049 B
2009 21,500 B 1,074 B
2010 22,500 B 1,124 B
2011 20,500 B 1,024 B

14.723 - 25.905 % of MV 2012 25,000 B 1,249 B
Roadway ID 58002000 40.80% 2013 23,500 B 1,174 B

Segment is on the Strategic Intermodal System 45.04% 2018 25,946 B 1,296 B
49.73% 2023 28,646 B 1,431 B

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.
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SR 10 (US 90)
Escambia County Minor 4 Divided 4 0.688 5.811 Urbanized (D) 27 36,000 2004 37,000 C (D) 1,865 C
Line to East Spencer Arterial 45 MPH 39,800 105 33,500 2005 38,300 D 2,000 1,930 D
Field Road 2006 40,500 F* 2,041 F*

2007 36,750 C 1,852 C
2008 32,750 C 1,651 C
2009 33,500 C 1,688 C
2010 35,000 C 1,764 C
2011 33,750 C 1,701 C

% of MV 2012 36,500 C 1,840 C
87.31% 2013 34,750 C 1,751 C

0.000-5.811 96.40% 2018 38,367 D 1,934 D
Roadway ID 58010000 106.43% 2023 42,360 F* 2,135 F*

East Spencer Field Road Minor 4 Divided 6 1.718 3.493 Urbanized (D) 128 28,500 2004 32,500 C (D) 1,638 C
to SR 281 / Avalon Arterial 45 MPH 39,800 2005 33,500 C 2,000 1,688 C
Boulevard 2006 33,500 C 1,688 C

2007 29,000 C 1,462 C
2008 28,000 C 1,411 C
2009 30,500 C 1,537 C
2010 31,500 C 1,588 C
2011 29,500 C 1,487 C

% of MV 2012 31,000 C 1,562 C
71.61% 2013 28,500 C 1,436 C

5.811-9.304 79.06% 2018 31,466 C 1,586 C
Roadway ID 58010000 87.29% 2023 34,741 C 1,751 C

SR 281 / Avalon Boulevard Minor 4 Divided 5 2.158 2.317 Urbanized (D) 1502 32,500 2004 32,500 C (D) 1,638 C
to SR 87 / Stewart Street Arterial 45 MPH 39,800 5018 26,000 2005 34,250 C 2,000 1,726 C

2006 34,250 C 1,726 C
2007 33,250 C 1,676 C
2008 29,500 C 1,487 C
2009 31,250 C 1,575 C
2010 38,000 D 1,915 D
2011 27,750 C 1,399 C

% of MV 2012 29,500 C 1,487 C
73.49% 2013 29,250 C 1,474 C

9.304-11.621 81.14% 2018 32,294 C 1,628 C
Roadway ID 58010000 89.59% 2023 35,656 C 1,797 C

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.
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SR 10 (US 90) (cont.)
SR 87 / Stewart Street Minor 2 Undivided 4 1.272 3.145 Urbanized (D) 5011 19,200 2004 16,375 C (D) 811 C
to Airport Road Arterial 45 MPH 17,700 1503 NA 2005 18,100 F* 880 896 F*

5010 15,000 2006 17,750 F* 879 D
1507 17,800 2007 16,700 C 827 C

62 13,300 2008 16,375 C 811 C
2009 15,875 C 786 C
2010 17,575 D 870 D
2011 15,700 C 777 C

% of MV 2012 16,400 C 812 C
92.23% 2013 16,325 C 808 C

11.621-14.766 101.83% 2018 18,024 F* 892 F*
Roadway ID 58010000 112.43% 2023 19,900 F* 985 F*

Airport Road Minor 2 Undivided 1 0.690 1.450 Urbanized (D) 19 11,900 2004 8,450 C (D) 418 C
to SR 87S / Milton Road / Arterial 45 MPH 17,700 18 5,300 2005 8,600 C 880 426 C
FL-AL Urbanized Area 2006 7,800 C 386 C
Boundary 2007 7,900 C 391 C

2008 8,000 C 396 C
2009 8,300 C 411 C
2010 9,400 C 465 C
2011 8,950 C 443 C

% of MV 2012 8,800 C 436 C
48.59% 2013 8,600 C 426 C

14.766-16.216 53.64% 2018 9,495 C 470 C
Roadway ID 58010000 59.23% 2023 10,483 C 519 C

SR 87S / Milton Road / Minor 2 Undivided 0 0.000 11.704 Trans. (C) 251 T 2,122 2004 2,203 B (C) 109 B
FL-AL Urbanized Area Arterial 45 MPH 17,300 2005 2,320 B 850 115 B
Boundary to the Okaloosa 2006 2,350 B 116 B
County Line / FL-AL MPA 2007 2,121 B 105 B
Boundary 2008 1,994 B 99 B

2009 2,141 B 106 B
2010 2,187 B 108 B
2011 2,187 B 108 B

% of MV 2012 2,131 B 105 B
12.27% 2013 2,122 B 105 B

16.216-27.920 13.54% 2018 2,343 B 116 B
Roadway ID 58010000 14.95% 2023 2,587 B 128 B

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.
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SR 30 (US 98)
Escambia County Principal 6 Divided 1 1.381 0.724 Urbanized (D) 261 T 51,831 2004 53,495 F* (D) 2,696 F*
Line to Fairpoint Arterial 35 MPH 50,000 2005 52,700 F* 2,520 2,656 F*
Drive 2006 52,855 F* 2,664 F*

2007 51,077 F* 2,574 F*
2008 48,428 D 2,441 D
2009 49,683 D 2,504 D
2010 50,065 E* 2,523 E*
2011 50,937 F* 2,567 F*

% of MV 2012 51,700 F* 2,606 F*
103.66% 2013 51,831 F* 2,612 F*

0.000-0.724 114.45% 2018 57,226 F* 2,884 F*
Roadway ID 58030000 126.36% 2023 63,182 F* 3,184 F*

Fairpoint Drive to Principal 6 Divided 2 2.153 0.929 Urbanized (D) 143 53,000 2004 53,000 F* (D) 2,671 F*
SR 399 / Pensacola Beach Arterial 35 MPH 50,000 2005 53,500 F* 2,520 2,696 F*
Boulevard 2006 54,500 F* 2,747 F*

2007 55,500 F* 2,797 F*
2008 46,500 D 2,344 D
2009 53,000 F* 2,671 F*
2010 50,000 D 2,520 D
2011 50,500 E* 2,545 E*

% of MV 2012 52,500 F* 2,646 F*
106.00% 2013 53,000 F* 2,671 F*

0.724-1.653 117.03% 2018 58,516 F* 2,949 F*
Roadway ID 58030000 129.21% 2023 64,607 F* 3,256 F*

SR 399 / Pensacola Beach Principal 4 Divided 1 0.362 2.765 Urbanized (D) 28 41,000 2004 45,000 F* (D) 2,268 F*
Boulevard to East End of Arterial 45 MPH 39,800 2005 47,500 F* 2,000 2,394 F*
Navel Live Oaks/ Gulf 2006 46,500 F* 2,344 F*
Breeze City Limits 2007 45,500 F* 2,293 F*

2008 43,000 F* 2,167 F*
2009 47,000 F* 2,369 F*
2010 46,000 F* 2,318 F*
2011 41,000 F* 2,066 F*

% of MV 2012 42,500 F* 2,142 F*
103.02% 2013 41,000 F* 2,066 F*

1.653-4.418 113.74% 2018 45,267 F* 2,281 F*
Roadway ID 58030000 125.57% 2023 49,979 F* 2,519 F*

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.
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SR 30 (US 98) (cont.)
East End of Naval Live Principal 4 Divided 7 1.505 4.651 Urbanized (D) 30 39,500 2004 38,000 D (D) 1,915 D
Oaks / Gulf Breeze City Arterial 45 MPH 39,800 34 39,000 2005 42,300 F* 2,000 2,132 F*
Limits to CR 191B / 31 35,000 2006 46,333 F* 2,335 F*
Soundside Drive 2007 44,167 F* 2,226 F*

2008 39,333 D 1,982 D
2009 43,333 F* 2,184 F*
2010 40,167 F* 2,024 F*
2011 36,833 C 1,856 C

% of MV 2012 37,333 C 1,882 C
95.06% 2013 37,833 C 1,907 C

4.418-9.069 104.95% 2018 41,771 F* 2,105 F*
Roadway ID 58030000 115.87% 2023 46,118 F* 2,324 F*

CR 191B to FL-AL & Principal 4 Divided 1 0.226 4.425 Urbanized (D) 283 31,000 2004 29,000 C (D) 1,462 C
OK - WL Urbanized Area Arterial 55 MPH 39,800 2005 32,500 C 2,000 1,638 C
Boundaries (West of Bergren 2006 34,000 C 1,714 C
Road) 2007 35,000 C 1,764 C

2008 30,500 C 1,537 C
2009 32,000 C 1,613 C
2010 32,500 C 1,638 C
2011 30,500 C 1,537 C

9.069-13.494 % of MV 2012 30,500 C 1,537 C
Roadway ID 58030000 77.89% 2013 31,000 C 1,562 C

Within FL-ALUrbanized Area Boundary 86.00% 2018 34,227 C 1,725 C
94.95% 2023 37,789 C 1,905 C

FL-AL and OK-WL Principal 4 Divided 0 0.000 1.531 Urbanized (D) 283 31,000 2004 29,000 B (D) 1,436 B
Urbanized Area Boundaries Arterial 55 MPH 65,600 2005 32,500 B 3,240 1,609 B
(West of Bergren Road) 2006 34,000 B 1,683 B
to Edgewood Drive 2007 35,000 B 1,733 B

2008 30,500 B 1,510 B
2009 32,000 B 1,584 B
2010 32,500 B 1,609 B
2011 30,500 B 1,510 B

13.494-15.025 % of MV 2012 30,500 B 1,510 B
Roadway ID 58030000 47.26% 2013 31,000 B 1,535 B

Within FL-ALUrbanized Area Boundary 52.17% 2018 34,227 B 1,694 B
57.60% 2023 37,789 C 1,871 C

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.
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SR 30 (US 98) (cont.)
Edgewood Drive Principal 4 Divided 10 1.286 7.778 Urbanized (D) 236 41,000 2004 35,000 C (D) 1,764 C
Belle Meade Circle Arterial 55 MPH 39,800 61 34,500 2005 35,800 C 2,000 1,804 C

2006 37,000 C 1,865 C
2007 36,750 C 1,852 C
2008 37,250 C 1,877 C
2009 36,000 C 1,814 C
2010 41,250 F* 2,079 F*
2011 37,000 C 1,865 C

% of MV 2012 36,000 C 1,814 C
94.85% 2013 37,750 C 1,903 C

15.025-22.803  104.72% 2018 41,679 F* 2,101 F*
Roadway ID 58030000 115.62% 2023 46,017 F* 2,319 F*

Belle Meade Circle to the Principal 4 Divided 1 0.832 1.202 Urbanized (D) 167T 36,357 2004 38,019 D (D) 1,916 D
Okaloosa County Line Arterial 55 MPH 39,800 (OKA) 2005 39,500 D 2,000 1,991 D
(FL-AL MPA Boundary) 2006 37,661 C 1,898 C

2007 38,317 D 1,931 D
2008 35,942 C 1,811 C
2009 36,403 C 1,835 C
2010 36,261 C 1,828 C
2011 34,000 C 1,714 C

% of MV 2012 35,752 C 1,802 C
91.35% 2013 36,357 C 1,832 C

22.803-24.005 100.86% 2018 40,141 F* 2,023 F*
Roadway ID 58030000 111.35% 2023 44,319 F* 2,234 F*

SR 87N 
Stewart Street Minor 4 Divided 4 1.246 3.209 Urbanized (D) 5006 15,300 2004 15,600 C (D) 786 C
SR 10 / US 90 to SR 89 Arterial 45 MPH 39,800 5004 15,900 2005 14,600 C 2,000 736 C
South 1508 9,600 2006 14,259 C 719 C

9937 T 12,156 2007 14,642 C 738 C
2008 15,050 C 759 C
2009 14,191 C 715 C
2010 14,325 C 722 C
2011 12,654 C 638 C

% of MV 2012 12,647 C 637 C
33.26% 2013 13,239 C 667 C

0.000-3.209 36.73% 2018 14,617 C 737 C
Roadway ID 58050000 40.55% 2023 16,138 C 813 C

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.
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SR 87N (cont.)
SR 89 South to SR 89 North Minor 4 Divided 0 0.000 1.641 Urbanized (D) 9937 T 12,156 2004 12,690 B (D) 628 B

Arterial 45 MPH 65,600 2005 12,900 B 3,240 639 B
2006 12,437 B 616 B
2007 12,866 B 637 B
2008 12,600 B 624 B
2009 12,862 B 637 B
2010 12,800 B 634 B
2011 12,415 B 615 B

% of MV 2012 12,288 B 608 B
18.53% 2013 12,156 B 602 B

3.209-4.850 20.46% 2018 13,421 B 664 B
Roadway ID 58050000 22.59% 2023 14,818 B 733 B

SR 89 North  to Whiting Minor 4 Divided 1 0.852 1.174 Urbanized (D) 60 NA 2004 9,300 C (D) 469 C
Field Entrance / CR 87A / Arterial 55 MPH 39,800 114 9,300 2005 8,800 C 2,000 444 C
Langley Street 2006 8,700 C 438 C

2007 9,800 C 494 C
2008 9,700 C 489 C
2009 10,700 C 539 C
2010 11,100 C 559 C
2011 10,300 C 519 C

% of MV 2012 10,400 C 524 C
23.37% 2013 9,300 C 469 C

4.850-6.024 25.80% 2018 10,268 C 518 C
Roadway ID 58050000 28.48% 2023 11,337 C 571 C

Whiting Field Entrance Minor 2 Undivided 1 0.489 2.046 Urbanized (D) 119 3,800 2004 3,600 C (D) 178 C
Langley Street/CR 87A to Arterial 55 MPH 17,700 2005 3,600 C 880 178 C
FL-AL Urbanized Area 2006 3,300 C 163 C
Boundary (north of 2007 3,700 C 183 C
Whiting Field Circle) 2008 3,800 C 188 C

2009 3,800 C 188 C
2010 4,000 C 198 C
2011 3,800 C 188 C

% of MV 2012 4,000 C 198 C
21.47% 2013 3,800 C 188 C

6.024-8.070 23.70% 2018 4,196 C 208 C
Roadway ID 58050000 26.17% 2023 4,632 C 229 C

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.
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SR 87N (cont.)
FL-AL Urbanized Area Minor 2 Undivided 0 0.000 3.642 Trans. (C) 278 2,400 2004 1,900 B (C) 94 B
Boundary (north of Whiting Arterial 55 MPH 17,300 2005 2,600 B 850 129 B
Field Circle) to FL-AL 2006 2,000 B 99 B
MPA Boundary (north of 2007 2,600 B 129 B
Hopewell Road) 2008 2,400 B 119 B

2009 2,400 B 119 B
2010 2,700 B 134 B
2011 2,600 B 129 B

% of MV 2012 2,600 B 129 B
13.87% 2013 2,400 B 119 B

8.070-11.712 15.32% 2018 2,650 B 131 B
Roadway ID 58050000 16.91% 2023 2,926 B 145 B

FL-AL MPA Boundary Minor 2 Undivided 0 0.000 15.651 Rural (C) 83 2,400 2004 2,850 B (C) 149 B
(north of Hopewell Road) Arterial 45 MPH Undev 8,400 109 2,600 2005 2,250 B 430 118 B
to the Alabama State Line 2006 2,100 B 110 B

2007 2,300 B 120 B
2008 2,200 B 115 B
2009 2,200 B 115 B
2010 2,400 B 125 B
2011 2,400 B 125 B

% of MV 2012 2,400 B 125 B
29.76% 2013 2,500 B 131 B

11.712-27.363 32.86% 2018 2,760 B 144 B
Roadway ID 58050000 36.28% 2023 3,047 B 159 B

SR 87S
SR 30 / US 98 Minor 4 Divided 3 0.870 3.448 Urbanized (D) 29 18,000 2004 13,300 C (D) 670 C
to north of Five Forks Road Arterial 45 MPH 39,800 2005 13,700 C 2,000 690 C

2006 14,100 C 711 C
2007 18,700 C 942 C
2008 16,300 C 822 C
2009 18,500 C 932 C
2010 19,200 C 968 C
2011 18,100 C 912 C

0.000-3.448 % of MV 2012 17,500 C 882 C
Roadway ID 58040000 45.23% 2013 18,000 C 907 C

Segment is on the Strategic Intermodal System 49.93% 2018 19,873 C 1,002 C
55.13% 2023 21,942 C 1,106 C

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.



Santa Rosa County, State Roads
10

TOTAL SIG SEG LOS (STD) FDOT PK  HR. / PK DIR.
STATE ROAD FUNC NO. FACILITY # OF PER LTH LOS & COUNT 2013 ANALYSIS AADT AADT LOS STD/

AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, STATE ROADS
AADT

SR 87S (cont.)
North of Five Forks Road to Minor 2 Undivided 0 0.000 3,342 Urbanized (D) 32 8,100 2004 8,000 B (D) 396 B
OK-WL Urbanized Area Arterial 45 MPH 24,200 2005 7,400 B 1,190 366 B
Boundary (north of 2006 7,000 B 347 B
Vonnie Tolbert Road) 2007 7,800 B 386 B

2008 7,400 B 366 B
2009 8,000 B 396 B
2010 7,500 B 371 B
2011 7,700 B 381 B

3.448-6.790 % of MV 2012 8,200 B 406 B
Roadway ID 58040000 33.47% 2013 8,100 B 401 B

Segment is on the Strategic Intermodal System 36.95% 2018 8,943 C 443 C
40.80% 2023 9,874 C 489 C

OK-WL Urbanized Minor 2 Undivided 0 0.000 9.044 Trans. (C) 32 8,100 2004 8,000 B (C) 396 B
Boundary (North of Vonnie Arterial 55 MPH 17,300 2005 7,400 B 850 366 B
Tolbert Road) to Barney 2006 7,000 B 347 B
Broxon Road 2007 7,800 B 386 B

2008 7,400 B 366 B
2009 8,000 B 396 B
2010 7,500 B 371 B
2011 7,700 B 381 B

6.790-15.834 % of MV 2012 8,200 B 406 B
Roadway ID 58040000 46.82% 2013 8,100 B 401 B

Segment is on the Strategic Intermodal System 51.69% 2018 8,943 B 443 B
57.07% 2023 9,874 C 489 C

Barney Broxon Road Minor 4 Divided 0 0.000 0.545 Trans. (C) 32 8,100 2004 8,000 B (C) 396 B
to FL-AL Urbanized Area Arterial 55 MPH 49,600 2005 7,400 B 2,450 366 B
Boundary (South of 2006 7,000 B 347 B
Nichols Lake Road) 2007 7,800 B 386 B

2008 7,400 B 366 B
2009 8,000 B 396 B
2010 7,500 B 371 B
2011 7,700 B 381 B

15.834-16.379 % of MV 2012 8,200 B 406 B
Roadway ID 58040000 16.33% 2013 8,100 B 401 B

Segment is on the Strategic Intermodal System 18.03% 2018 8,943 B 443 B
19.91% 2023 9,874 B 489 B

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.



Santa Rosa County, State Roads
11

TOTAL SIG SEG LOS (STD) FDOT PK  HR. / PK DIR.
STATE ROAD FUNC NO. FACILITY # OF PER LTH LOS & COUNT 2013 ANALYSIS AADT AADT LOS STD/

AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, STATE ROADS
AADT

SR 87S (cont.)
FL-AL Urbanized Area Minor 4 Divided 1 0.460 2.173 Urbanized (D) 271 8,500 2004 7,900 C (D) 398 C
Boundary (south of Arterial 55 MPH 39,800 2005 7,900 C 2,000 398 C
Nichols Lake Road) 2006 8,100 C 408 C
to I-10 / SR 8 2007 9,300 C 469 C

2008 9,400 C 474 C
2009 8,000 C 403 C
2010 8,900 C 449 C
2011 9,800 C 494 C

16.379-18.552 % of MV 2012 10,600 C 534 C
Roadway ID 58040000 21.36% 2013 8,500 C 428 C

Segment is on the Strategic Intermodal System 23.58% 2018 9,385 C 473 C
26.03% 2023 10,361 C 522 C

I-10 / SR 8 to SR10 / US 90 Minor 4 Divided 1 0.822 1.217 Urbanized (D) 20 9,600 2004 8,500 C (D) 428 C
Arterial 45 MPH 39,800 2005 8,000 C 2,000 403 C

2006 7,200 C 363 C
2007 7,200 C 363 C
2008 8,000 C 403 C
2009 8,500 C 428 C
2010 9,700 C 489 C
2011 10,100 C 509 C

% of MV 2012 9,700 C 489 C

24.12% 2013 9,600 C 484 C
18.552-19.769 26.63% 2018 10,599 C 534 C

Roadway ID 58040000 29.40% 2023 11,702 C 590 C
SR 89N
SR 10 / US 90 to Berryhill Minor 4 Divided 2 2.516 0.795 Urbanized (D) 5017 19,400 2004 18,200 D (D) 917 D
Road / CR 184A Arterial 35 MPH 32,400 2005 20,000 D 1,630 1,008 D

2006 19,400 D 978 D
2007 18,900 D 953 D
2008 18,900 D 953 D
2009 24,500 D 1,235 D
2010 22,500 D 1,134 D
2011 19,200 D 968 D

% of MV 2012 20,500 D 1,033 D
59.88% 2013 19,400 D 978 D

0.000-0.795 66.11% 2018 21,419 D 1,080 D
Roadway ID 58001000 72.99% 2023 23,648 D 1,192 D

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.



Santa Rosa County, State Roads
12

TOTAL SIG SEG LOS (STD) FDOT PK  HR. / PK DIR.
STATE ROAD FUNC NO. FACILITY # OF PER LTH LOS & COUNT 2013 ANALYSIS AADT AADT LOS STD/

AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, STATE ROADS
AADT

SR 89 (cont.)
Berryhill Road / CR 184A Minor 4 Divided 4 1.446 2.766 Urbanized (D) 5016 15,700 2004 12,800 C (D) 645 C
to SR 87 Arterial 45 MPH 39,800 1506 14,600 2005 13,800 C 2,000 696 C

2006 14,400 C 726 C
2007 14,850 C 748 C
2008 14,350 C 723 C
2009 16,500 C 832 C
2010 17,400 C 877 C
2011 15,150 C 764 C

% of MV 2012 16,000 C 806 C
38.07% 2013 15,150 C 764 C

0.795-3.561 42.03% 2018 16,727 C 843 C
Roadway ID 58001000 46.40% 2023 18,468 C 931 C

SR 87 to FL-AL Minor 2 Undivided 0 0.000 1.760 Urbanized (D) 121 2,100 2004 2,100 B (D) 104 B
Urbanized Area Boundary Arterial 55 MPH 24,200 2005 2,200 B 1,190 109 B
(south of Divot Lane) 2006 2,400 B 119 B

2007 2,500 B 124 B
2008 2,300 B 114 B
2009 2,500 B 124 B
2010 2,500 B 124 B
2011 2,300 B 114 B

% of MV 2012 3,200 B 158 B
8.68% 2013 2,100 B 104 B

0.000-1.760 9.58% 2018 2,319 B 115 B
Roadway ID 58060000 10.58% 2023 2,560 B 127 B

FL-AL Urbanized Area Minor 2 Undivided 0 0.000 1.152 Trans. (C) 278 2,400 2004 1,900 B (C) 94 B
Boundary (south of Divot Arterial 55 MPH 17,300 2005 2,600 B 850 129 B
Lane) to FL-AL MPA 2006 2,000 B 99 B
Boundary (south of Pond 2007 2,600 B 129 B
Creek Road) 2008 2,400 B 119 B

2009 2,400 B 119 B
2010 2,700 B 134 B
2011 2,600 B 129 B

% of MV 2012 2,600 B 129 B
13.87% 2013 2,400 B 119 B

1.760-2.912 15.32% 2018 2,650 B 131 B
Roadway ID 58060000 16.91% 2023 2,926 B 145 B

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.



Santa Rosa County, State Roads
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TOTAL SIG SEG LOS (STD) FDOT PK  HR. / PK DIR.
STATE ROAD FUNC NO. FACILITY # OF PER LTH LOS & COUNT 2013 ANALYSIS AADT AADT LOS STD/

AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, STATE ROADS
AADT

SR 89 (cont.)
FL-AL MPA Boundary Minor 2 Undivided 0 0.000 17.781 Rural (C) 285 T 1,437 2004 2,252 B (C) 118 B
(south of Pond Creek Road) to Arterial 55 MPH Undev 8,400 33 2,200 2005 2,265 B 430 118 B
to Shell Road/Jay City 2006 2,197 B 115 B
Limits  2007 2,104 B 110 B

2008 2,023 B 106 B
2009 2,242 B 117 B
2010 2,304 B 120 B
2011 2,153 B 112 B

% of MV 2012 2,132 B 111 B
21.65% 2013 1,819 B 95 B

2.912-20.693 23.91% 2018 2,008 B 105 B

Roadway ID 58060000 26.40% 2023 2,217 B 116 B
Shell Road/Jay City Limits Minor 2 Undivided 1 0.548 1.826 Rural (C) 33 2,200 2004 3,000 C (C) 157 C
to Pollard Road Arterial 45 MPH Developed 12,900 2005 2,900 C 670 152 C

2006 2,800 C 146 C
2007 2,700 C 141 C
2008 2,600 C 136 C
2009 3,000 C 157 C
2010 3,100 C 162 C
2011 2,800 C 146 C

% of MV 2012 2,800 C 146 C
17.05% 2013 2,200 C 115 C

20.693-22-519 18.83% 2018 2,429 C 127 C
Roadway ID 58060000 20.79% 2023 2,682 C 140 C

Pollard Road to the Minor 2 Undivided 0 0.000 3.483 Rural (C) 73 2,300 2004 1,675 B (C) 88 B
Alabama State Line Arterial 45 MPH Undev 8,400 194 1,100 2005 1,900 B 430 99 B

2006 1,650 B 86 B
2007 1,725 B 90 B
2008 1,700 B 89 B
2009 1,575 B 82 B
2010 1,775 B 93 B
2011 1,800 B 94 B

% of MV 2012 1,500 B 78 B
20.24% 2013 1,700 B 89 B

22.519-26.002 22.34% 2018 1,877 B 98 B
Roadway ID 58060000 24.67% 2023 2,072 B 108 B

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.



Santa Rosa County, State Roads
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TOTAL SIG SEG LOS (STD) FDOT PK  HR. / PK DIR.
STATE ROAD FUNC NO. FACILITY # OF PER LTH LOS & COUNT 2013 ANALYSIS AADT AADT LOS STD/

AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, STATE ROADS
AADT

SR 281
Avalon Boulevard Minor 2 Undivided 0 0.000 2.210 Trans. (C) 35 3,500 2004 4,200 B (C) 208 B
SR 30 / US 98 to FL-AL Arterial 45 MPH 17,300 2005 4,800 B 850 238 B
Urbanized Area Boundary 2006 5,300 B 262 B
(Mid-point of Garcon Point 2007 5,200 B 257 B
Bridge) 2008 4,100 B 203 B

2009 3,600 B 178 B
2010 3,900 B 193 B
2011 3,700 B 183 B

% of MV 2012 3,200 B 158 B
20.23% 2013 3,500 B 173 B

0.000-2.210 22.34% 2018 3,864 B 191 B
Roadway ID 58170000 24.66% 2023 4,266 B 211 B

Avalon Boulevard Minor 2 Undivided 0 0.000 4.880 Urbanized (D) 35 3,500 2004 4,200 B (D) 208 B
FL-AL Urbanized Area Arterial 55 MPH 24,200 2005 4,800 B 1,190 238 B
Boundary (Mid-point of 2006 5,300 B 262 B
Garcon Point Bridge) to 2007 5,200 B 257 B
CR 191 2008 4,100 B 203 B

2009 3,600 B 178 B
2010 3,900 B 193 B
2011 3,700 B 183 B

% of MV 2012 3,200 B 158 B
14.46% 2013 3,500 B 173 B

2.210-7.090 15.97% 2018 3,864 B 191 B
Roadway ID 58170000 17.63% 2023 4,266 B 211 B

CR 191 to I-10 / SR 8 / Minor 2 Undivided 1 0.260 3.851 Urbanized (D) 280 5,400 2004 6,200 C (D) 307 C
FL-AL Urbanized Area Arterial 55 MPH 17,700 2005 6,400 C 880 317 C
Boundary 2006 6,300 C 312 C

2007 6,100 C 302 C
2008 5,600 C 277 C
2009 5,800 C 287 C
2010 5,900 C 292 C
2011 5,000 C 248 C

% of MV 2012 6,000 C 297 C
30.51% 2013 5,400 C 267 C

7.090-10.941 33.68% 2018 5,962 C 295 C
Roadway ID 58170000 37.19% 2023 6,583 C 326 C

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.



Santa Rosa County, State Roads
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TOTAL SIG SEG LOS (STD) FDOT PK  HR. / PK DIR.
STATE ROAD FUNC NO. FACILITY # OF PER LTH LOS & COUNT 2013 ANALYSIS AADT AADT LOS STD/

AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, STATE ROADS
AADT

SR 281 (cont.)
I-10 / SR 8 Ramp / FL-AL Minor 2 Undivided 3 0.585 5.127 Urbanized (D) 270 19,600 2004 20,167 F* (D) 998 F*
Urbanized Area Boundary to Arterial 55 MPH 17,700 276 16,100 2005 17,000 D 880 842 D
US 90 / SR 10 215 16,100 2006 15,967 C 790 C

2007 17,800 F* 881 F*
2008 17,800 F* 881 F*
2009 20,000 F* 990 F*
2010 19,833 F* 982 F*
2011 17,100 D 846 D

% of MV 2012 16,767 C 830 C
4 Divided 3 0.585 5.127 Urbanized (D) 97.55% 2013 17,267 D 855 D

0.000-5.127 36,700 107.71% 2018 19,064 F* 944 F*
Roadway ID 58005000 118.92% 2023 21,048 F* 1,042 F*

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.  % of MV=Percent of Motor Vehicles. > 100% equals deficiency.
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TOTAL SIG SEG PK  HR. / PK DIR.
COUNTY ROAD FUNC NO. FACILITY # OF PER LTH LOS LOS (STD) & COUNT 2013 ANALYSIS AADT AADT LOS STD/
AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CR 89
Ward Basin Road Minor 2 Undivided 1 0.356 2.810 Urbanized (D) 186 4,600 2004 5,300 C (D) 262 C
I-10 to US 90 Arterial 40 MPH 17,700 281 4,400 2005 5,700 C 880 282 C

2006 5,650 C 280 C
2007 5,350 C 265 C
2008 5,750 C 285 C
2009 5,100 C 252 C
2010 4,950 C 245 C
2011 4,200 C 208 C

% of MV 2012 4,550 C 225 C
25.42% 2013 4,500 C 223 C

2.992 - 5.802 28.07% 2018 4,968 C 246 C
Roadway ID 58530000 30.99% 2023 5,485 C 272 C

CR 184
Hickory Hammock Urban 2 Undivided 0 0.000 3.338 Urbanized (D) 246 3,100 2004 3,600 B (D) 178 B
Road Collector 55 MPH 24,200 2005 3,900 B 1,190 193 B
CR 89 to SR 87 2006 3,700 B 183 B

2007 4,000 B 198 B
2008 3,200 B 158 B
2009 3,200 B 158 B
2010 3,100 B 153 B
2011 3,000 B 149 B

% of MV 2012 3,100 B 153 B
12.81% 2013 3,100 B 153 B

0.000 - 3.338 14.14% 2018 3,423 B 169 B
Roadway ID 58503000 15.62% 2023 3,779 B 187 B

CR 184
Quintette Road Minor 2 Undivided 0 0.000 4.030 Trans. (C) 219 6,600 2004 NA NA (C) NA NA
Escambia County Line Collector 55 MPH 17,300 2005 NA NA 850 NA NA
to Myree Lane 2006 NA NA NA NA

2007 NA NA NA NA
2008 5,800 B 287 B
2009 6,000 B 297 B
2010 5,700 B 282 B
2011 5,500 B 272 B

% of MV 2012 6,500 B 322 B
38.15% 2013 6,600 B 327 B

0.000 - 4.030 42.12% 2018 7,287 B 361 B
Roadway ID 58150000 46.50% 2023 8,045 B 398 B

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, COUNTY ROADS
AADT
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TOTAL SIG SEG PK  HR. / PK DIR.
COUNTY ROAD FUNC NO. FACILITY # OF PER LTH LOS LOS (STD) & COUNT 2013 ANALYSIS AADT AADT LOS STD/
AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, COUNTY ROADS
AADT

CR 184 (cont.)
Quintette Road Minor 2 Undivided 0 0.000 1.827 Urbanized (D) 219 6,600 2004 NA NA (D) NA NA
Myree Lane to Collector 35 MPH 24,200 2005 NA NA 1,190 NA NA
Chumuckla Highway 2006 NA NA NA NA

2007 NA NA NA NA
2008 5,800 B 295 B
2009 6,000 B 305 B
2010 5,700 B 290 B
2011 5,500 B 280 B

% of MV 2012 6,500 B 331 B
27.27% 2013 6,600 B 336 B

4.030 - 5.857 30.11% 2018 7,287 B 371 B
Roadway ID 58150000 33.25% 2023 8,045 B 409 B

CR 184 A
Berryhill Road Urban 2 Undivided 3 0.381 7.875 Urbanized (D) 5023 12,000 2004 9,750 C (D) 483 C
CR 197 to Collector 45 MPH 17,700 1513 11,000 2005 10,500 C 880 520 C
SR 89 2006 10,500 C 520 C

2007 11,500 C 569 C
2008 10,750 C 532 C
2009 11,250 C 557 C
2010 11,750 C 582 C
2011 10,250 C 507 C

% of MV 2012 12,250 C 606 C
64.97% 2013 11,500 C 569 C

0.000 - 7.875 71.73% 2018 12,697 C 628 C
Roadway ID 58508000 79.20% 2023 14,018 C 694 C

CR 197
Floridatown Road Urban 2 Undivided 1 1.572 0.636 Urbanized (D) 225 2,600 2004 2,500 C (D) 127 C
Diamond Road Collector 35 MPH 14,800 2005 3,100 C 750 158 C
to US 90 2006 3,500 C 178 C

2007 3,300 C 168 C
2008 3,000 C 153 C
2009 3,100 C 158 C
2010 2,800 C 142 C
2011 2,600 C 132 C

% of MV 2012 2,900 C 147 C
17.57% 2013 2,600 C 132 C

1.205 - 1.841 19.40% 2018 2,871 C 146 C
Roadway ID 58643000 21.41% 2023 3,169 C 161

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.
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TOTAL SIG SEG PK  HR. / PK DIR.
COUNTY ROAD FUNC NO. FACILITY # OF PER LTH LOS LOS (STD) & COUNT 2013 ANALYSIS AADT AADT LOS STD/
AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, COUNTY ROADS
AADT

CR 197 (cont.)
Chumuckla Highway Minor 2 Undivided 1 0.293 3.409 Urbanized (D) 233 10,200 2004 9,000 C (D) 446 C
US 90 / SR 10 Collector 45 MPH 17,700 2005 9,600 C 880 475 C
to CR 184 /Quintette Road 2006 10,000 C 495 C

2007 10,000 C 495 C
2008 7,800 C 386 C
2009 9,900 C 490 C
2010 10,000 C 495 C
2011 9,700 C 480 C

% of MV 2012 10,800 C 535 C
57.63% 2013 10,200 C 505 C

1.841 - 5.250 63.62% 2018 11,262 C 557 C
Roadway ID 58643000 70.25% 2023 12,434 C 615 C

Quintette Road to Minor 2 Undivided 0 0.000 1.343 Urbanized (D) 115 8,700 2004 NA NA (D) NA NA
Luther Fowler Road Collector 55 MPH 24,200 2005 NA NA 1,190 NA NA

2006 NA NA NA NA
2007 NA NA NA NA
2008 7,400 B 366 B
2009 6,600 B 327 B
2010 6,500 B 322 B
2011 7,900 B 391 B

% of MV 2012 8,400 B 416 B
35.95% 2013 8,700 C 431 C

0.000 - 1.343 39.69% 2018 9,606 C 475 C
Roadway ID 58070000 43.82% 2023 10,605 C 525 C

Luther Fowler Road to Minor 2 Undivided 0 0.000 4.441 Trans. (C) 115 8,700 2004 NA NA (C) NA NA
Ten Mile Road Collector 55 MPH 17,300 2005 NA NA 850 NA NA

2006 NA NA NA NA
2007 NA NA NA NA
2008 7,000 B 347 B
2009 6,600 B 327 B
2010 6,500 B 322 B
2011 7,900 B 391 B

% of MV 2012 8,400 B 416 B
50.29% 2013 8,700 B 431 B

1.343 - 5.784 55.52% 2018 9,606 C 475 C
Roadway ID 58070000 61.30% 2023 10,605 C 525 C

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.



Santa Rosa County, County Roads
19

TOTAL SIG SEG PK  HR. / PK DIR.
COUNTY ROAD FUNC NO. FACILITY # OF PER LTH LOS LOS (STD) & COUNT 2013 ANALYSIS AADT AADT LOS STD/
AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, COUNTY ROADS
AADT

CR 197A
Bell Lane Urban 2 Undivided 1 0.501 1.995 Urbanized (D) 221 7,100 2004 5,500 C (D) 272 C
CR 191B to US 90 / Collector 45 MPH 17,700 2005 5,800 C 880 287 C
SR 10 2006 6,200 C 307 C

2007 6,600 C 327 C
2008 6,700 C 332 C
2009 7,000 C 347 C
2010 7,500 C 371 C
2011 7,200 C 356 C

% of MV 2012 7,500 C 371 C
40.11% 2013 7,100 C 351 C

0.857 - 2.852 44.29% 2018 7,839 C 388 C
Roadway ID 58630000 48.90% 2023 8,655 C 428 C

Woodbine Road Urban 2 Divided 1 0.268 3.725 Urbanized (D) 214 14,600 2004 13,750 C (D) 681 C
US 90 / SR 10 to Collector 45 MPH 17,700 218 14,000 2005 15,250 C 880 755 C
CR 197 / Chumuckla 2006 14,750 C 730 C
Highway 2007 16,000 C 792 C

2008 14,500 C 718 C
2009 14,250 C 705 C
2010 15,000 C 743 C
2011 13,750 C 681 C

% of MV 2012 15,900 C 787 C
80.79% 2013 14,300 C 708 C

0.000 - 3.725 89.20% 2018 15,788 C 782 C
Roadway ID 58531000 98.48% 2023 17,432 D 863 D

CR 399
Pensacola Beach Boulevard Urban 4 Divided 0 0.000 2.202 Urbanized (D) 235 24,000 2004 21,000 B (D) 1,058 B
SR 30 (US 98) to Collector 30 MPH 65,600 2005 22,000 B 3,240 1,109 B
Via Deluna 2006 18,300 B 922 B

2007 18,700 B 942 B
2008 21,500 B 1,084 B
2009 15,000 B 756 B
2010 20,500 B 1,033 B
2011 23,000 B 1,159 B

9.498 - 11.090 % of MV 2012 23,000 B 1,159 B
Roadway ID 48230000 36.59% 2013 24,000 B 1,210 B

0.000 - 0.610 40.39% 2018 26,498 B 1,335 B
Roadway ID 58140000 44.60% 2023 29,256 B 1,474 B

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.
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TOTAL SIG SEG PK  HR. / PK DIR.
COUNTY ROAD FUNC NO. FACILITY # OF PER LTH LOS LOS (STD) & COUNT 2013 ANALYSIS AADT AADT LOS STD/
AND SEGMENT CLASS LNS TYPE SIG MI. (MI.) AREA MAX VOL STA # AADT YEAR VOLUME LOS MAX VOL VOLUME LOS

CONGESTION MANAGEMENT PROCESS 2013 LEVEL OF SERVICE ANALYSIS ON SANTA ROSA COUNTY, COUNTY ROADS
AADT

CR 399
East Bay Boulevard Urban 2 Undivided 1 0.101 9.871 Urbanized (D) 238 9,600 2004 7,350 C (D) 364 C
US98 to SR87 Collector 45 MPH 17,700 237 4,700 2005 7,600 C 880 376 C

2006 7,250 C 359 C
2007 7,150 C 354 C
2008 6,700 C 332 C
2009 7,300 C 361 C
2010 4,400 C 218 C
2011 7,050 C 349 C

% of MV 2012 6,850 C 339 C
40.40% 2013 7,150 C 354 C

0.000 - 9.871 44.60% 2018 7,894 C 391 C
Roadway ID 58642000 49.24% 2023 8,716 C 431 C

CR 399
Gulf Boulevard Urban 2 Undivided 1 0.205 4.886 Urbanized (D) 234 9,300 2004 6,700 C (D) 332 C
Escambia Co. Line Collector 45 MPH 17,700 2005 7,000 C 880 347 C
SR 30 (US 98/Navarre 2006 7,800 C 386 C
Parkway 2007 8,000 C 396 C

2008 7,200 C 356 C
2009 4,900 C 243 C
2010 4,700 C 233 C
2011 7,100 C 351 C

% of MV 2012 9,600 C 475 C
52.54% 2013 9,300 C 460 C

0.000 - 4.886 58.01% 2018 10,268 C 508 C
Roadway ID 58640000 64.05% 2023 11,337 C 561 C

Updated  2014, using 2012 FDOT LOS Tables. LOS Standards and Max Allowable Volumes are based on those established for State Roadways. "E" following the count indicates an
estimated count. "T" following the Count Station number indicated a Telemetered Traffic Monitoring Site.  These Tables Are For General Planning Purposes Only.  Not To Be Used For 
Concurrency Management Purposes.  Prepared for the FY 2014/15 Transportation Planning Organization Congestion Management Process.
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